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 could be about 30 m from common property line.  Thus, the barrier to receive distance could
be 50 m or more.  Clarification is requested.

6. Page 8 of the report indicates that the truck entrance could be relocated to the northwest
corner of the site at some point in the future.  It is not clear how the entrance could be located
at the northwest corner as there are no public roadways at this location.  If a private access

road is to be used, it must be included in the noise impact assessment.  Clarification is
needed.

7. The report does not assess the noise impacts that could occur along the off-site haul route.
The report should identify the potential haul routes and document the potential noise impacts
that occur along the route.

8. Back up beepers are often a source of complaint from pit operations.  The back up beepers
are a safety device and are excluded from assessment.  We recommend that alternative
alarms be investigated and used if practical to minimize the potential off site noise impacts.
Product information on an alternative alarm system is attached.

9. We did not receive a copy of the Site Plans with the noise report.  We recommend that all
of the noise mitigation measures recommended in the noise study as well as all of the
operational assumptions used in the assessment must be incorporated into the notes on the
drawings.

COUNTY OF OXFORD OFFICIAL PLAN

Section 3.3.3.1 of the County of Oxford Official Plan outlines the policies on noise, vibration and
safety.

The noise level objectives are, “The noise level objectives for the City of Woodstock, the Town of
Tillsonburg and the Town of Ingersoll will meet the provincial guidelines for Class 1 areas.  The
noise level objectives for Serviced Villages will meet the provincial guidelines for Class 2 areas.
The noise level objectives for all other lands will meet the provincial guidelines for Class 3 areas”.

We expect that the new subdivisions represented by receptors R2 to R5 are fully serviced.  However,
R1 and R6 amay not fit the “serviced village” definition.  Thus, as noted above, the MOE Class 3
noise guideline limits may need to be applied at receptors R1 and R6.

The restrictions on land uses policy indicates that Class I, II or III industrial facilities must be at least
20 m, 70m, and 300 m, respectively, from a sensitive receptor location.  From the site plan in the
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